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PRODUKTARK

UPM3 Auto Trykkstyrt pumpe

Tekniske data:

Medium

Pumpemedium
Veoesketemperaturomrdde
Vaoesketemperatur under drift
Massefylde

Teknisk

TF klasse

Materialer

Pumpehus

Lgper

Installation

Maks. omgivelsestemperatur
Max. driftstrykk
Port-to-port lengde
Elekiriske data
Effektopptak P1
Nettfrekvens
Merkespenning

Maks. streamforboruk
Kapslingsklasse (IEC 34-5)
Andre

Energi (EE)

Nettovekt

Bruttovekt

Godkjenninger

Ved & kombinere ekstern kontroll giennom signaloppfering med intern
selvkontroll, dekker UPM3 HYBRID alle

sirkulasjonsbehov i eft produkt, noe som gir deg et stort utvalg av
innstillinger.

Den er tilgjengelig i en versjon pd 7 eller 5 m.
Internt kontrollert sirkulering.

- 3 moduser
- 10 kurver

Erstatter ALPHA2 pumper

UPM3 25-50

Vann
2-110°C
60 °C

983.2 kg/m?

110

Stepejern
PES 30% GF

70°C
10 bar
180 mm

4-33W

50 Hz
1x230V
0.06-0.36 A
P44

0.20
2 kg
2.37 kg
CE,VDE

PLUS AUTOadapt proporsjonel og konstant trykk

UPM3 25-70

Vann
2-110°C
60 °C

983.2 kg/m?

110

Stepejern
PES 30% GF

70°C
10 bar
180 mm

5-52W

50 Hz
1x230V
0.07-0.52 A
P44

0.20
2 kg
2.37 kg
CE,VDE

Hgiax AS | Trippeveien 5 | 1618 Fredrikstad | post@hoiax.no | www.hoiax.no |20.08.2021



mailto:post@hoiax.no
http://www.hoiax.no/

Anbefalte innstillinger:

For gulvvarme anbefales innstillingen «Constant Pressurey.
For radiatorvarme anbefales innstilingen «Proportional Pressurey.

Innstillingene vises slik p& pumpen:

OPERATING PANEL CONTROL MODE

PROPORTIONAL PRESSURE AUTO ADAPT

CONSTANT PRESSURE AUTO ADAPT

PROPORTIONAL PRESSURE 1

PROPORTIONAL PRESSURE 2

PROPORTIONAL PRESSURE 3 - MAX

CONSTANT PRESSURE 1

CONSTANT PRESSURE 2

CONSTANT PRESSURE 3 - MAX

CONSTANT CURVE 1

CONSTANT CURVE 2

CONSTANT CURVE 3 - MAX

HIIIIIIIIII I

e e e e e I NI
se e e e I NN
eece e e M NNNNNIEY
eece e e M IR
ecee e M NN
EXXEXXN =coee 00 2]
EXXXEKN == 00 |0
seece e I NNNNNNIEN
e o0 o o N N
o 000 o T IR

Hgiax AS | Trippeveien 5 | 1618 Fredrikstad | post@hoiax.no | www.hoiax.no |20.08.2021



mailto:post@hoiax.no
http://www.hoiax.no/

Pumpekurve UPM3 25-50:
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UPM3 AUTO

Vaesketemperatur under drift = 60 *C
Massetetthet = 983.2 kg/m®
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ekurve UPM3 25-70:
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] Vaesketemperatur under drift = 60 *C
i Massetetthet = 983.2 kg/m®
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Mdéilskisse av produktene:

75

72 45 36 92

180
90

Typer av samme produkt:

Type Hgiax art.nr. NRF-nummer
UPM3 Auto 25-50 180 Trykkstyrt pumpe 8378275 8378275
UPM3 Auto 25-70 180 Trykkstyrt pumpe 8378276 8378276
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